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Amendments To the Claims: 

Please amend the claims as shown. 

1.-6. (cancelled) 

| 7, (currently amended) The method in accordance with claim 62, wherein the calibration- 
required data is transmitted encrypted, and wherein the calibration-required data is decrypted in 
the visualization system via the application linked via the standard interface. 

8. (previously presented) The method in accordance with claim 7, wherein the calibration- 
required data is encrypted with a private key and decrypted with the same private key. 

9. (currently amended) The meth o d in accordanc e with claim 6 A method for displaying 
calibration-required data bv using an industry visualization svstenu wherein the visualization 
system can be planned via a project planning software, and wherein the visuali;zatipn system has; 
a standard interface for linking further applications, the method comprising: 

transmitting the calibration-required data with its integrity safeguarded to the 

visualization system: and 

visualizing the data in the visualization system bv an application linked via the standard 
interface in a different form from the presentation options which can be planned via the project 
planning software, wherein the calibration-required data is visualized in a display area of the 
visualization system not accessible by the project planning software. 

10. -11 (cancelled) 



j 



PACE 4/9 « RCVD AT 6/27/2007 4:06:46 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-5/8 * DNIS:2738300 * CS1D:4 077366440 * DURATION (mm-ss): 02-50 



JUN. 27. 2007 4:21 PM 407-736-6440 NO. 7162 P. 5 

Serial No. 10/535,719 

Atty. Doc. No. 2002P19099WOUS 

12. (currently amended) method in aocordanoo with claim 6 A method for displaying 
calibration-required data by using an industry visualization system, wherein the visualization 
sys tem, can be planned via a Project planning software, and wherein the visualization system has 
a standard interface for linkin g further applications, the method comprising: 

transmitting the calibration-required data with its integrity safeguarded to the 

visualization system: and 

visualizing the data in the visualization system by an application linked via the standard 

interface in a dif ferent form from the presentation options which can be planned via the project 
planning software, wherein the calibration-required data is visualized together with additional 
information that cannot be planned by the project planning software. 

13. -14. (cancelled) 

15. (previously presented) The method in accordance with claim 9, wherein the calibration- 
required data is visualized together with additional information that cannot be planned by the 
project planning software. 

j 16. (currently amended) The method in accordance with claim 69, wherein the visualization 
system is projected by a predetermined project planning software. 

17. (cancelled) 

| 1 8. (currently amended) The method in accordance with claim 4^20, wherein the data is 
transmitted encrypted and decrypted in the visualization system via the application incorporated 
via the standard interface. 

19. (previously presented) The method in accordance with claim 1 8, wherein the data is 
encrypted with a private key and decrypted with the same private key. 
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20. (currently amended) The method in aeoordonoo with claim 17 A method for displaying data 
subject to an obligatory calibration. 

providing an industrial visualization system projected by a predetermined project 

planning software and having a standard interface f or incorporating further applications: 

transmittin g the data to the visualization system bv securing integrity of the data: and 

visualizing the data in the visualization system by an application incorporated via the 

standard interface in a different form from prese ntation options which can be projected bv the 
project planning software, wherein the data is visualized in a display area of the visualization 
system not accessible to the project planning software, 

21 . (currently amended) Th e method in ocoordonoo with olaim 17 A method for displaying data 
subject to an obligatory calibration. 

providing an industrial visualization system projected bv a predetermined project 

planning software and having a standard interface for incorporating further applications: 

transmitting the data to the visualization sy$tgm by securing integrity of the data: and 

visualizing the data in the visualization system bv an application incorporated via the 

standard interface in a different form from presentation options which can be projected by the 
project planning software , wherein the data is visualized together with additional information 
that cannot be projected via the project planning software. 
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